REPRESENTED BY: 


ELECTRO 
с MARK © 


5555 West 78th Street, Suite L 
Edina, MN 55439-2702 


Telephone (612) 944-5850 








Самара 


British Columbia 
Eclipse Marketing 

6240 E Lake Sammamish Pkwy 
Redmond, Washington 

98052 U.S.A. 

Tel: 206-885-6991 

Fax: 206-883-9481 


Alberta, Saskatchewan, 
Manitoba, Ontario 

EDAC Inc. 

40 Tiffield Rd. 

Scarborough, Ontario 

M1V 5B6 Canada 

Tel: 416-754-3322 

Fax: 416-754-3299 


Quebec, 

New Brunswick, 
Newfoundland, 
Nova Scotia, 

Prince Edward Island 
Shelly Newman 
Manufacturers Representative 
5900 Armstrong Avenue 

Suite #802 

Montreal, P.Q. 

Canada H4W 2Z5 

Tel: 514-486-6984 

Fax: 514-486-9280 


UNITED STATES 
OF AMERICA 
idaho, Montana, 
Oregon, Washington 
Eclipse Marketing 

6240 E Lake Sammamish Pkwy 
Redmond, Washington 

98052 U.S.A. 

Tel: 206-885-6991 

Fax: 206-885-9481 

Beaverton, Oregon 

Tel: 503-642-1661 

Fax: 503-591-8624 


Northern California, 
Northern Nevada 


IN LINE Sales and 
Marketing Inc. 

2975 Bowers Avenue 
Suite 203 

Santa Clara, CA 
95051 U.S.A. 

Tel: 408-970-4650 
Fax: 408-970-4653 


Southern California 
(Excluding San Diego) 
Jerde & Associates 

2215 Clark Lane 

Redondo Beach, CA 

90278 U.S.A. 

Tel: 310-372-8637 

Fax: 310-372-4018 


Southern California 
(San Diego Area) 
Jerde & Associates 

2215 Clark Lane 

Suite D 

Redondo Beach, CA 

90278 U.S.A. 

Tel: 310-372-8637 

Fax: 310-372-4018 


Arizona, New Mexico, 
Southern Nevada 
Hartland Sales 

P.O. Box 30639 

Mesa, AZ 

85257-069 U.S.A. 

Tel: 602-921-3393 

Fax: 602-921-8898 


Colorado, 

Utah, Wyoming 

Cluff & Associates 

10790 W 50th Ave, Unit 800 
Wheat Ridge, Colorado 
80333 U.S.A. 

Tel: 303-425-6604 

Fax: 303-423-9354 

Salt Lake City, Utah 

Tel: 801-486-7297 


North & South Dakota, 
Minnesota, 
Northwestern 
Wisconsin 

Willman Associates 

6860 Shingle Creek Pkwy 
Brooklin Centre, MN 

55430 U.S.A. 

Tel: 612-566-5010 

Fax: 612-566-6496 


Northern Illinois, 
Eastern lowa, 
Southeastern 
Wisconsin 


GB Sales Associates Inc. 
1304 E. Algonquin Road 
Suite 503 

Algonquin, Illinois 
60102, U.S.A 

Tel: 708-854-4661 

Fax: 708-854-8430 


Southern Illinois, 
Western lowa, Kansas, 
Missouri, Nebraska 
SPS Associates Ltd. 

1250 North Winchester 

Suite C 

Olathe, Kansas 

66061 U.S.A. 

Tel: (913) 764-4460 

Fax: (913) 764-6161 


Arkansas, Louisiana, 
Oklahoma, Texas 
Procomp Sales Co. 

1701 N. Greenville Ave. 

Suite 824 

Richardson, Texas 

75081 U.S.A. 

Tel: 214-669-1500 

Fax: 214-669-1293 


Florida 


Standard Marketing Inc. 
13208 Burnes Lake Drive 
Tampa, Florida 

33612 U.S.A 

Tel: 813-265-0622 

Fax: 813-265-0999 


Alabama, North & 
South 

Carolina, Mississippi, 
Tennesse, Georgia 

F & J Squared Associates 
6045 Atlantic Blvd. 

Norcross, GA 

30071 U.S.A. 

Tel: 404-368-9191 

Fax: 404-368-9188 


Delaware, Maryland, 
Washington D.C., 
Virginia 

Naudain Associates Southern 
8100 Beechcraft Avenue 
Gaithersburg, Maryland 
20879 U.S.A. 

Tel: 301-258-5040 

Fax: 301-258-5146 


Indiana, Kentucky, 
Ohio, Western 
Pennsylvania, 
West Virginia 

J.C. Hofstetter Company 
7014 River Styx Road 
Medina, Ohio 

44256 U.S.A. 

Tel: 216-241-4880 

Fax: 216-725-4471 


Southern 

New Jersey, 

Eastern Pennsylvania 
Jacobsen Associates 

499 Easton Road 

Horsham, Pennsylvania 

19044 U.S.A. 

Tel: 215-674-2937 

Fax: 215-441-8706 


Michigan 
Leading Edge Sales 
28807 W. 8 Mile Rd. 
Suite #102 

Livonia, MI 

48152 U.S.A. 

Tel: 313-478-6700 
Fax: 313-478-4026 


Upstate New York 
R.M Scanlon 8 Associates 
P. 0. Box 3167 

Syracuse, New York 
13220-3167 U.S.A. 

Tel: 315-463-7682 

Fax: 315-463-7807 


Northern 

New Jersey, 
Metropolitan 

New York 

Ashtec Inc. 

65-A Sands Point Rd., 

Port Washington, New York 
11050 U.S.A. 

Tel: 516-767-0336 

Fax: 516-767-0981 


Connecticut, Maine, 
Massachusetts, 

New Hampshire, 
Rhode Island, Vermont 


S-J New England 

40 Mall Road 

Suite 202 

Burlington, MA 01803 
Tel: 617-272-5552 
Fax 617-272-5515 


AUSTRALIA 
Namlea Pty. Ltd. 

252 Allambie Rd., Unit 5 
Allambie Heights 
Sydney NSW 2100 
Australia 

Tel: (02)-975-6166 

Fax: (02)-975-6126 


Reserve Electronics PTY Ltd. 
24 Brisbane Street 

Perth, Western Australia 

Tel: (09)-328-9755 

Fax: (09)-328-8791 


BELGIUM 


Teleson S.A. 

Centre Intern 

Rogler 27E Etage 

1210 Brussels, Belgium 
Tel: 02/219-2534 

Fax: 02/217-4662 


BRAZIL 


Kono CNT Industria e Comercio 


de Conectores Ltda 


Praca Joa Correia Limos 62/66 


CEP 02733 Frequesia do O, 
Sao Paulo, Brazil 

Tel: (011)-876-2888 

Fax: (011)-876-0452 


DENMARK, 
SWEDEN 
Crimp, A/S 

Solvang 30, Lillerod 
DK-3450 Allerod 
Denmark 

Tel: 48-100500 
Fax: 48-100555 


FINLAND 


Field OY 
Niittylantie 5 
SF-00620, Helsinki 
Finland 

Tel: 358-0-777571 
Fax: 358-0-792253 


FRANCE 


BFI IBEXSA Electronique 
1, rue Lavoisier - 2.1. 
91430 IGNY 

France 

Tel: 33.1.69 33 74 00 
Fax: 33.1.69 33 74 99 


GERMANY 

Data Modul AG 
Landsberger Strasse 320 
8000 Munchen 21, Germany 
Tel: 089-56017-0 

Fax: 089-56017-119 


IRELAND 


Future Electronics 
Post Office Lane 
Abbey Street 

Ennis 

County Clare, Ireland 
Tel: 065-41330 

Fax: 065-40654 


ISRAEL 

Aviv Electronics 

5 Harad Street 

Tel Aviv 69710, Israel 
Tel: 9-983322 

Fax: 9-911930 


ITALY 


Orvem S.P.A. 

Via Domodossola 17 
20145 

Milan, Italy 

Tel: 02-3494651 
Fax: 02-347093 


KOREA 

Master Trading Company 
Rm 403 Sewon B/D, 5-1 
Yangje-Dong, Socho-Ku 
Seoul, Korea 

Tel: 02-576-7502 

Fax: 02-576-5138 


NETHERLANDS 
Belko Konnektor B.V. 
Hambakenwertering 

P.O. Box 3120 NL-5203-DC 


S-Hertogenbosch, Netherlands 


Tel: 073-481 190 
Fax: 073-428095 


NEW ZEALAND 
Connector Systems Ltd. 
210 Khyber Pass Road 
P.O. Box 6300 
Auckland, New Zealand 
Tel: 9-377-4945 

Fax: 9-309-1882 


NORWAY 


Freber Norge A/S 

Betsy Kjelsbergsvei 263 
Box 3583 Kjosterud 
3002 Drammen, Norway 
Tel: 47-3825350 

Fax: 47-30824760 


PORTUGAL 

Amitron - Arrow Electronica LDA 
Rua Luis De Camoes 128 

1300 Lisboa, Portugal 

Tel: 35-11-632563 

Fax: 35-11-3637655 


SINGAPORE 


Petracarbon PTE Ltd. 

1001 Redhill Industrial Estate 
4-01/06 Jalan Bukit Merah 
Singapore 0315 

Tel: 271-0800 

Fax: 273-3121 


SOUTH AFRICA 


Pascom Electronics PTY, 
12 Charles Cres., 
Eastgate Ext.4 Sandton 
P.O. Box 860° 
Wendywood 2144 
Transvaal, South Africa 
Tel: (011)444-1001 

Fax: (011)444-1080 


SPAIN 


Amitron - Arrow S.A. 
Avenida De Valladolid 47-A 
28008 

Madrid, Spain 

Tel: 34-1-5420906 

Fax: 34-1-2487958 


SWITZERLAND 
Egli, Fischer & Co., Ltd. 
Gotthardstrasse 6 
Claridennof 8022 

Zurich, Switzerland 

Tel: 01-2098111 

Fax: 01-2012275 


TAIWAN 


Invax System & Trading Corp. 
12F-1, No. 815, 

Chung Hsiao E. Rd. 

Sec. 5, Taipei, Taiwan, R.O.C. 
Tel: 886-2-7885218 

Fax: 886-2-7831658 


UNITED KINGDOM 


Canadian Instruments & 
Electronics 

Bass Building, Widdowson Close 
Blenheim Industrial Estate, 
Bulwell, Nottingham, 

United Kingdom NG6 8WB 

Tel: 0602-770075 

Fax: 0602-770081 


Printed in Canada 


Tel: (416) 754 -3322 


) 


) 


ЕНЕ 


40 Tiffield Road, Scarborough, Ontario, M1V 5B6, Canada 
Telephone: (416) 754-3322, Facsimile: (416) 754-3299 
Your Connection to Quality and Service 
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621/622 SERIES SUBMINIATURE D CONNECTOR 


Plug and Receptacle, Right Angle, .318" (8.08mm) Footprint 





Two Contact Rows with .318 (8.08) Footprint Right Angle Bend 
.109 (2.77) Contact Spacing x .112 (2.82) Row Spacing 

> Plug and Receptacle in 9, 15, 25 or 37 Contact Sizes 

®» Pin and Socket Contact Mating Design with P.C. Tail 
Termination 
Metal Shell provides EMI/RFI Shielding. Plug Shell Indents 
provide Grounding and Additional Mating Retention 

®» Grounding Features include Top or Bottom Ground Plates and 
Four Prong BoardLock for Superior Retention to P.C. Board 
Mounting Options for Panel Mount or Connector Mating include 
Through Hole, Threaded Inserts and Threaded Standoffs 

> D Shaped Connector Mating Outline provides Polarization 

» Design based on Requirements of MIL-C-24308, EIA RS-232 
and RS-449 


e Insulator Material: Thermoplastic Polyester, UL 94V-0, 
Chemical Resistant, Colour: Black 

® Ferrite Specs: Attenuation: 20 dB MIN @ 30 Mhz, 30 dB MIN 0 
50MHz, and 50 dB MIN @ 100 Mhz. 

» Contact Material: Plug Contacts Brass, Receptacle Contacts 
Phosphor Bronze 

è Contact Plating: Gold (See Ordering Code) over Nickel for the 
Mating Area, Tin-Lead Plating on Contact Tails | 

> Shell Material: Nickel Plated Steel 

è Current Rating: 5 Amperes 

*® Contact Resistance: 10 Millionms Maximum 
Dielectric Withstanding Voltage: 1000 V AC rms at Sea Level 
Insulation Resistance: 5000 Megohms Minimum 

» Operating Temperature: -55 to +125 Degrees C 

» Engagement & Separation Force: 1 to 10 oz (0.28 to 2.78 N) per 
Contact Position 


Please consult factory or your local representative 
for metric or other grounding and mounting options. 
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Example Part Number 621 - 025 - 560-013 


рос пон Нант 
Total Number of Contacts 


Contact Code 
Edac Internal Use 
Grounding Feature 


Mounting Option 

Series Connector Type 
621 Plug 
622 Receptacle 


Total Number of Contacts 
009, 015, 025, or 037 


Contact Code "2 Gold Plating Thickness 
260 Gold Flash (Class 3) 
560 10 yu" (0.254 m) (Class 2) 
660 30 ህ" (0.76ህሠ በባ) (Class1) 
X68 2.8 mm Ferrite Filter 
Edac Internal Use? Description 
0 Indicates Generic Internal Use Code 
Grounding Feature Description 
1 .120 (3.05) Dia. Through Hole Top Ground 
2 .120 (3.05) Dia. Through Hole Bottom Ground 
4 Four Prong BoardLocks for .120 (3.05) Dia. PCB Hole 
Mounting Option Description 
1 .125 (3.18) Dia. Through Hole 
2 #4-40 Unified Threaded Insert 
a #4-40 Unified Threaded Standoff 
Ordering Code Notes 


1) The gold plating thickness indicated refers to the overplate in the 
contact mating area. See specifications for additional information. 

2) Abbreviations: ሀ" - microinches, um - microns. 

3) Connectors supplied may have the internal use code changed 
from 0 to numbers 1 through 8. 


CODE 1 CODE 2 CODE 3 


THROUGH HOLE THREADED INSERT THREADED STANDOFF 





= i29- (3.18) DIA. #4-40 UNC #4-40 UNC x 
\ THROUGH HOLE \ THREAD .160 (4.06) DEEP 
\ ; THREAD 
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(16.26) 
(24.56) 
(38.30) 
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(25.25) 
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623/624 SERIES SUBMINIATURE D CONNECTORS 


Plug and Receptacle, Right Angle, .200" (5.08mm) Footprint 


Example Part Number 623 - 025 - 261-033 
Series етее Рие ed 
Total Number of Contacts | 


Plating/Contact Code 
Edac Internal Use 
Grounding Feature 
Mounting Option 





Series Connector Type 
623 Plug 
624 Receptacle 


Total Number of Contacts 
009, 015, or 025 





Plating/Contact Code 1? Gold Plating Thickness 
261 Gold Flash (Class 3) 
361 15 4" (0.38 um) (Class 2) 
661 30 р" (0.76 um) (Class 1) 
Two Contact Rows with .200 (5.08) Footprint Right Angle Bend Edac Internal Use ° Description 
.109 (2.77) Contact Spacing x .112 (2.82) Row Spacing 0 Indicates Generic Internal Use Code 
Plug and Receptacle in 9, 15, or 25 Contact Sizes 
Pin and Socket Contact Mating Design with P.C. Tail Grounding Feature Description 
Termination Э Two Prong BoardLocks for .120 (3.05) Dia. Hole 
Metal Shell provides EMI/RFI Shielding. Plug Shell Indents 
provide Grounding and Additional Mating Retention Mounting Option Description 
Grounding Features include Two Prong BoardLock for 1 125 (3.18) Dia. Through Hole 
Exceptional Retention to P.C. Board 2 +4-40 Unified Threaded Insert 
Mounting Options for Panel Mount or Connector Mating 3 #4-40 Unified Threaded Hex Standoff 
include Through Hole, Threaded Inserts and Threaded 
Standoffs Ordering Code Notes 
» D Shaped Connector Mating Outline provides Polarization 1) The gold plating thickness indicated refers to the overplate in 
Design based on Requirements of MIL-C-24308, EIA RS-232 the contact mating area. See specifications for additional 
and RS-449 information. 
ብጦ ለፕ 2) Abbreviations: p" - microinches, um - microns. 
Insulator Material: Thermoplastic Polyester, UL 94V-0, 3) Connectors supplied may have the internal use code 
Chemical Resistant, Colour: Black changed from 0 to numbers 1 through 8. 


ቅ Contact Material: Plug Contacts Brass, Receptacle Contacts 
Phosphor Bronze 
» Contact Plating: Gold (See Ordering Code) over Nickel for the 
Mating Area, Tin-Lead Plating on Contact Tails 
Shell Material: Nickel Plated Steel (Tin Lead Optional) 
Current Rating: 5 Amperes 
» Contact Resistance: 10 Milliohms Maximum 
» Dielectric Withstanding Voltage: 1000 V AC rms at Sea Level 
» Insulation Resistance: 5000 Megohms Minimum 
» Operating Temperature: -55 to +125 Degrees С 
Engagement & Separation Force: 1 to 10 oz (0.28 to 2.78 N) 
per Contact Position 


Please consult factory or your local representative 
for metric or other grounding and mounting options. 
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Fax: (416) 754-3299 | 





/626 SERIES SUBMINIATURE D CONNECTOR 


Plug and Receptacle, Right Angle, .590" (14.99mm) Footprint 





® Two Contact Rows with .590 (14.99) Footprint Right Angle Bend 

4 .109 (2.77) Contact Spacing x .112 (2.82) Row Spacing 

® Plug and Receptacle in 9, 15, 25 or 37 Contact Sizes 

® Pin and Socket Contact Mating Design with P.C. Tail Termination 

S Metal Shell provides EMI/RFI Shielding. Plug Shell Indents 
provide Grounding and Additional Mating Retention 

® Grounding Features include Top or Bottom Ground Plates and 
Four Prong Board Lock for Superior Retention to P.C. Board 

® Mounting Options for Panel Mount or Connector Mating include 
Through Hole, Threaded Inserts and Threaded Standoffs 

S D Shaped Connector Mating Outline provides Polarization 

® Design based on Requirements of MIL-C-24308, EIA RS-232 
and RS-449 


# Insulator Material: Thermoplastic Polyester, UL 94V-0, Chemical 
Resistant, Colour: Black 

+ Contact Material: Plug Contacts Brass, Receptacle Contacts 
Phosphor Bronze 

® Contact Plating: Gold (See Ordering Code) over Nickel for the 
Mating Area, Tin-Lead Plating on Contact Tails 

ቅ Shell Material: Nickel Plated Steel 

» Current Rating: 5 Amperes 

® Contact Resistance: 10 Milliohnms Maximum 

® Dielectric Withstanding Voltage: 1000 V AC rms at Sea Level 

Ф Insulation Resistance: 5000 Megohms Minimum 

» Operating Temperature: -55 to +125 Degrees C 

© Engagement & Separation Force: 1 to 10 oz (0.28 to 2.78 N) per 
Contact Position 


W 


Please consult factory or your local representative 
for metric or other grounding and mounting options. 
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Example Part Number 626 - 037 - 562-043 


колы у 
Total Number of Contacts 


Contact Code 
Edac Internal Use 
Grounding Feature 


Mounting Option 

Series 4 | Connector Type 
625 Plug 
626 Receptacle 
Total Number of Contacts 

009, 015, 025, or 037 

Contact Code "2 Description Gold Plating Thickness 
262 Right Angle .590 (14.99) Footprint Gold Flash 
562 Right Angle .590 (14.99) Footprint 104." (0.25u M) 
662 Right Angle .590 (14.99) Footprint 30u" (0.76um) 
Edac Internal Use ° Description 
0 Indicates Generic Internal Use Code 
Grounding Feature Description 
1 .120 (3.05) Dia. Through Hole Top Ground 
2 120 (3.05) Dia. Through Hole Bottom Ground 
4 Four Prong Board Lock for .120 (3.05) Dia. PCB Hole 
Mounting Option Description 
1 .125 (3.18) Dia. Through Hole 
2 #4-40 Unified Threaded Insert 
3 #4-40 Unified Threaded Standoff 
Ordering Code Notes 


1) The gold plating thickness indicated refers to the overplate in the 
contact mating area. See specifications for additional information. 

2) Abbreviations: 4" - microinches, um - microns. 

3) Connectors supplied may have the intemal use code changed 
from 0 to numbers 1 through 8. 





CODE 2 


THREADED INSERT 


CODE 1 CODE 3 


THREADED STANDOFF 


THROUGH HOLE 





#4-40 UNC 
THREAD 


#4-40 UNC x 
.160 (4.06) DEEP 
THREAD 


2425. (3. 48) DIA. 
ኣ THROUGH HOLE 
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PLUG GROUNDING FEATURES 
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TOP GROUND PLATE 
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CODE 2 


BOTTOM GROUND PLATE 


1202 (2:05 5 
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(2.84) 





CODE 4 
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FOOTPRINT 
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- 24:35 EA 


HOLE PATTERN 
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(30.84) 
(39.24) 
(53.04) 
(69.34) 
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627/628 SERIES SUBMINIATURE D CONNECTORS 


Plug and Receptacle, Vertical, PCB Mount, Plastic & Metal Body Configurations 


AA LAJA 


чш Качан ннн ааа 


# 0 





Both low and high profiles available 
.109 (2.77) Contact Spacing x .112 (2.82) Row Spacing 
Plug and Receptacle in 9, 15, 25, 37, & 50 pin Contact Sizes, 
(50 pin only available in Metal Body) 
Pin and Socket Contact Mating Design with P.C. Tail 
Termination 
Metal Shell provides EMI/RFI Shielding. Plug Shell Indents 
provide Grounding and Additional Mating Retention 

» Grounding Features include Two Prong BoardLock for 
Exceptional Retention to P.C. Board 
Mounting Options for Panel Mount or Connector Mating 
include Through Hole, Threaded Inserts and Threaded 
Standoffs 
D Shaped Connector Mating Outline provides Polarization 
Design based on Requirements of MIL-C-24308, EIA RS-232 
and RS-449 


Insulator Material: Thermoplastic Polyester, UL 94V-0, 
Chemical Resistant, Colour: Black 
Ferrite Specs: Attenuation: 20 dB MIN @ 30 Mhz, 30 dB MIN 
@ 50MHz, and 50 dB MIN @ 100 Mhz. 
Contact Material: Plug Contacts Brass, Receptacle Contacts 
Phosphor Bronze 
» Contact Plating: Gold (See Ordering Code) over Nickel for the 
Mating Area, Tin-Lead Plating on Contact Tails 
Shell Material: Nickel Plated Steel (Tin Lead Optional) 
» Current Rating: 5 Amperes 
Contact Resistance: 10 Millionms Maximum 
Dielectric Withstanding Voltage: 1000 V AC rms at Sea Level 
» Insulation Resistance: 5000 Megohms Minimum 
Operating Temperature: -55 to +125 Degrees C 
» Engagement & Separation Force: 1 to 10 oz (0.28 to 2.78 N) 
per Contact Position 


Please consult factory or your local representative 
for metric or other grounding and mounting options. 
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EIA GG: 


Example Part Number 627 - 025 - 220-017 
Series aE اا‎ | 
Total Number of Contacts 


Plating/Contact Code 
Edac Internal Use 
Grounding Feature 





Mounting Option 

Series Connector Type 
627 Plug 
628 Receptacle 


Total Number of Contacts 
009, 015, 025, 037 or 050 (Metal Body Only) 


Plating Code ** Gold Plating Thickness 


2 Gold Flash (Class 3) 
3 15 4" (0.38 um) (Class 2) 
6 30 p" (0.76 um) (Class 1) 
Contact Code 

20 P.C. Tails, .125 (3.18) Long 
21 P.C. Tails, .165 (4.20) Long, (High profile Only) 
22 Solder Cup Termination 
28 2.8 mm Ferrite Filter 
Edac Internal Use ° Description 
0 Indicates Generic Internal Use Code 
Grounding Feature Description 
1 Plastic .237 (6.02) Low Profile, Polyester 
3 Plastic .452 (11.48) High Profile, Polyester 
4 Metal Covered .276 (7.00) Low Profile 
5 Metal Covered .472 (12.00) High Profile 
Mounting Option Description 
1 .125 (3.18) Dia. Through Hole 
2 #4-40 UNC Threaded Inserts 
3 #4-40 UNC Threaded Standoffs 
4 #4-40 UNC Threaded Insert with Dip Solder Prongs 
5 #4-40 UNC Threaded Standoff with Dip Solder Prongs 
6 #4-40 UNC Threaded Insert with BoardLocks 
7 #4-40 UNC Threaded Standoff with BoardLocks 
8 #4-40 UNC Threaded Fixed Standoffs 


Ordering Code Notes 

1) The gold plating thickness indicated refers to the overplate in 
the contact mating area. See specifications for additional 
information. 


2) Abbreviations: 4" - microinches, ит - microns. 


3) Connectors supplied may have the internal use code 
changed from 0 to numbers 1 through 8. 


Tel: (416) 754 - 3322 
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THREADED STANDOFF 
DIP SOLDER PRONG 
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.460 (4.06) DEEP 
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(FOR PLASTIC AND METAL BODY CONNECTORS) 
CODE 1 CODE 2 ` CODE 3 


THREADED STANDOFF 
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#4-40 UNC x 
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THREAD 


THROUGH HOLE THREADED INSERT 
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CODE 6 CODE 7 CODE 8 
THREADED INSERT THREADED STANDOFF THREADED FIXED 
BOARD LOCK THREADED INSERT STANDOFF 
BOARD LOCK 

#4-40 UNC x #4-40 UNC 
.130 (3.30) DEEP THREAD 
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\ THREAD “. 
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(11.48) 
(7.00) 
(12.00) 


(11.07) 
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(33.22) 
(49.83) 
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(24.56) 
(38.30) 
(54.76) 
(52.43) 





629/630 SERIES SUBMINIATURE D CONNECTOR 


Plug and Receptacle, Right Angle, .370" (9.44mm) Footprint 


Example Part Number 629 - 025 - 240-033 


Series ee ብ 
Total Number of Contacts 


Plating/ContactCode 
Edac Internal Use 
Grounding Feature 
Mounting Option 





Series Connector Type 
629 Plug 
630 Receptacle 


Total Number of Contacts 
009, 015, 025 or 37 





Plating/ Contact Code Gold Plating Thickness 
240 Gold Flash 
340 15 Ы" (0.38 um) 
640 30 u" (0.76 ит) 

Edac internal Use 
Two Contact Rows with .370 (9.44) Footprint Right Angle 0 Indicates Generic Internal Use Code 
Bend „ал ———— 
® .109 (2.77) Contact Spacing x .112 (2.82) Row Spacing Grounding Feature Description 
е Plug and Receptacle in 9, 15, 25, or 37 Contact Sizes = Two Prong Boardlocks for .120 (3.05) Dia. Hole 
® Pin and Socket Contact Mating Design with P.C. Tail tener ERT ES eae 
Kähri Mounting Option Description 


0 #4—40 Unified Standoff w/Threaded Grounding Bracket 
.125 (3.18) Dia. Through Hole 

#4—40 Unified Threaded Insert 

#4—40 Unified Hex Standoff w/Threaded Insert 
#4—40 Unified Round Standoff w/Threaded Insert 


® Metal Shell provides EMI/RFI Shielding. Plug Shell Indents 
provide Grounding and Additional Mating Retention 

® Grounding Features include Two Prong Board Lock for 
Exceptional Retention to P.C. Board 

® Mounting Options for Panel Mount or Connector Mating 
include Through Hole, Threaded Inserts and Threaded 
Standoffs 

е Ы Shaped Connector Mating Outline provides Polarization 

® Design based on Requirements of MIL—C—24308, EIA 
Н5-232 апа Н5-449 


ጐጭ OMR = 


Ordering Code Notes 

1)The gold plating thickness indicated refers to the overplate 
in the contact mating area. See specifications for additional 
information. 

2) Abbreviations: и" — microinches, um — microns. 


® Insulator Material: Thermoplastic Polyester, UL 94V-0, 
Chemical Resistant, Colour: Black 

> Contact Material: Plug Contacts Brass, Receptacle 
Contacts Phosphor Bronze 

» Contact Plating: Gold (See Ordering Code) over Nickel for 
the Mating Area, Tin-Lead Plating on Contact Tails 

» Shell Material: Tin Lead Plated Steel (Nickel Optional) 

Current Rating: 5 Amperes 

> Contact Resistance: 10 Millionms Maximum 

* Dielectric Withstanding Voltage: 1000 V AC rms at Sea 
Level 

* Insulation Resistance: 5000 Megohms Minimum 

> Operating Temperature: —55 to +125 Degrees C 

» Engagement 8 Separation Force: 1 to 10 oz (0.28 to 2.78 
N) per Contact Position 


Please consult factory or your local representative 
for metric or other grounding and mounting options. 
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CODE 1 


THROUGH HOLE 
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(47.04) 
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GROUNDING FEATURES 





= (3.18) 


RECEPTACLE 


RECOMMENDED BOARD 
HOLE PATTERN 
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CODE 1 


TOP GROUND PLATE 





.120 (3.05) 
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CODE 2 
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CODE 3 
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CODE 3 
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- 631/632 SERIES SUBMINIATURE ሀ CONNECTORS 


Plug and Receptacle, Right Angle, High Density, .125" (3.175mm) Footprint 


с. аяти 2600 | 


ДПЛ Т 





High Density Three Contact Rows with .125 (3.175mm) 
Footprint Right Angle Bend 

090 (2.29) Contact Spacing x .079 (1.905) Row Spacing 
Receptacle/Plug in 15 pin Contact Size 

Socket Contact Mating Design with P.C. Tail Termination 
Metal Shell provides EMI/RFI Shielding. Plug Shell Indents 
provide Grounding and Additional Mating Retention 
Grounding Features include Two Prong BoardLock for 
Exceptional Retention to P.C. Board 

Mounting Options for Panel Mount or Connector Mating 
include Threaded Inserts and Threaded Standoffs 

D Shaped Connector Mating Outline provides Polarization 
Design based on Requirements of MIL-C-24308, EIA RS-232 
and RS-449 


Insulator Material: Thermoplastic Polyester, UL 94V-0, 
Chemical Resistant, Colour: Black 

Contact Material: Receptacle Contacts Phosphor Bronze 
Contact Plating: Gold (See Ordering Code) over Nickel for the 
Mating Area, Tin-Lead Plating on Contact Tails 

Shell Material: Nickel Plated Steel 

Current Rating: 5 Amperes 

Contact Resistance: 10 Millionms Maximum 

Dielectric Withstanding Voltage: 1000 V AC rms at Sea Level 
Insulation Resistance: 5000 Megohms Minimum 

Operating Temperature: -55 to +125 Degrees C 
Engagement & Separation Force: 1 to 10 oz (0.28 to 2.78 N) 
per Contact Position 


Please consult factory or your local representative 
for metric or other grounding and mounting options. 
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Example Part Number 632 - 015 - 266 - 0 З З 


Series тмир 
Total Number of Contacts 


Plating/Contact Code 
Edac Internal Use 
Grounding Feature 
Mounting Option 





Series 
631/632 


Connector Type 
Plug/Receptacle 


Total Number of Contacts 


015, 026 

Plating/Contact Code ** Gold Plating Thickness 
266 Gold Flash (Class 3) 
366 15 р" (0.38 um) (Class 2) 
666 30 4" (0.76 um) (Class 1) 
Edac Internal Use ° Description 
0 Indicates Generic Internal Use Code 
Grounding Feature Description 
3 Two Prong BoardLocks for .120 (3.05) Dia. Hole 
Mounting Option Description 
2 #4-40 Unified Threaded Insert 
3 #4-40 Unified Threaded Standoff w/Threaded Insert 


Ordering Code Notes 

1) The gold plating thickness indicated refers to the overplate in 
the contact mating area. See specifications for additional 
information. 


2) Abbreviations: 4" - microinches, um - microns. 


3) Connectors supplied may have the intemal use code 
changed from 0 to numbers 1 through 8. 


Tel: (416) 754 -3322 


PLUG GROUNDING FEATURES 
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699 ው 
+ .003 + 0.08 07 
947 ЦА 497 DIA "F" x 4/2 (4. 05 
CODE 3 


CODE 2 
THREADED INSERT THREADED STANDOFF 


/፥ | 
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MOUNTING үр U 


OPTIONS TREAD С 160 (4.06) DEEP 
X THREAD 








1.545 





Т 1.214 (30.84) 984 (24.99) (16.92) ~ (16.26) (10.29) (2.29) 
(39.24) 1.312 (33.32) (25.25) (24.56) (19.43) (2.29) 


Fax: (416) 754 -3299 _ 





633/634 SERIES SUBMINIATURE D CONNECTORS 


Plug and Receptacle, Right Angle, High Density, .350" (8.89mm) Footprint 





High Density Three Contact Rows with .350 (8.89) Footprint 
Right Angle Bend 

® .090 (2.29) Contact Spacing x .112 (2.82) Row Spacing 
Optional 9th pin recessed by .050 (1.27) on 15 pin part, in 
accordance with VESA Display Data Channel Standard 
Receptacles and Plugs 15, 26, 44, 62,and 78 pin Contact 
Sizes 

® Socket Contact Mating Design with P.C. Tail Termination 

» Metal Shell provides EMI/RFI Shielding. Plug Shell Indents 
provide Grounding and Additional Mating Retention 

® Grounding Features include Top or Bottom Ground Plates and 
Two or Four Prong BoardLock for Exceptional Retention to 
P.C. Board 

® Mounting Options for Panel Mount or Connector Mating 
include Through Hole, Threaded Inserts and Threaded 
Standoffs 

» D Shaped Connector Mating Outline provides Polarization 

® Design based on Requirements of MIL-C-24308, EIA RS-232 
and RS-449 


» Insulator Material: Thermoplastic Polyester, UL 94V-0, 
Chemical Resistant, Colour: Black or Blue 

» Contact Material: Receptacle Contacts Phosphor Bronze 

® Contact Plating: Gold (See Ordering Code) over Nickel for the 
Mating Area, Tin-Lead Plating on Contact Tails 

» Shell Material: Tin Lead Plated Steel 

» Current Rating: 5 Amperes 

è Contact Resistance: 10 Millionms Maximum 

è Dielectric Withstanding Voltage: 1000 V AC rms at Sea Level 

» Insulation Resistance: 5000 Megohms Minimum 

» Operating Temperature: -55 to +125 Degrees С 

> Engagement & Separation Force: 1 to 10 oz (0.28 to 2.78 N) 
per Contact Position 


Please consult factory or your local representative 
for metric or other grounding and mounting options. 


Page 16 





633/634 SERIES ORDERING CODE 
Example Part Number 634 - 015 - 263-042 


шы у сен E | 
Total Number of Contacts 


Plating/Contact Code 
Edac Internal Use 
Grounding Feature 
Mounting Option 





Series Connector Type 
633 Plug 
634 Receptacle 


Total Number of Contacts 
015, 026, 044, 062, 078 


Plating Code ** Gold Plating Thickness 
2 Gold Flash (Class 3) 
5 10 4" (0.25 um) (Class 2) 
6 30 p" (0.76 um) (Class 1) 
Contact/Color Code Color 
63 Standard Contacts, Black Plastic 
73 9th pin recessed .050 (1.27), Black Plastic 
74 9th pin recessed .050 (1.27), Blue Plastic 
Edac Internal Use ° Description 
0 Indicates Generic Internal Use Code 
Grounding Feature Description 
2 .120 (3.05) Dia. Through Hole Bottom Ground 
3 Two Prong BoardLocks for .120 (3.05) Dia.Hole 
4 Four Prong BoardLocks for .120 (3.05) Dia.Hole 
Mounting Option Description 
0 #4-40 Unified Standoff w/Threaded Grounding Bracket 
1 .125 (3.18) Dia. Through Hole 
2 #4-40 Unified Threaded Insert 
Ordering Code Notes 


1) The gold plating thickness indicated refers to the overplate in 
the contact mating area. See specifications for additional 
information. 


2) Abbreviations: 4" - microinches, um - microns. 


3) Connectors supplied may have the internal use code 
changed from 0 to numbers 1 through 8. 


НН = Tel: (416) 754 - 3322 
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_ 637/638 SERIES SUBMINIATURE D CONNECTORS 


Plug and Receptacle, Vertical High Density , PCB Mount, Plastic & Metal Body 


Example Part Number 637 - 015 - 230 - 0 1 7 


Series Lea 
Total Number of Contacts 


Plating/Contact Code 
Edac Internal Use 
Grounding Feature 





Mounting Option 

Series | | | Connector Type 
637 Plug 
638 Receptacle 


Total Number of Contacts 
015, 026, 044,062 or 078 





Plating Code 12 Gold Plating Thickness 
2 Gold Flash (Class 3) 
3 15 4" (0.38 um) (Class 2) 
6 30 4" (0.76 um) (Class 1) 
High profile available in Machine contacts(15 &26 pin contacts Contact Code 
only) 30 Low Profile P.C. Tails, .157 (4.00) 
.090 (2.29) Contact Spacing x .112 (2.82) Row Spacing 31 High Profile P.C. Tails, .169 (4.30) 
Plug and Receptacle in 15, 26, 44, 62,& 78 pin Contact Sizes, 38 2.8 mm Ferrite Filter (Low profile only) 
(Only 15 pin contacts are available for Plastic Body) 
Pin and Socket Contact Mating Design with P.C. Tail Edac Internal Use? Description 
Termination 0 Indicates Generic Internal Use Code 


Metal Shell provides EMI/RFI Shielding. Plug Shell Indents 
provide Grounding and Additional Mating Retention 


Grounding Feature Description 
Grounding Features include Two Prong BoardLock for 4 9 Plastic .237 (6.02) Low Profile, P ai Es 
eee FC. Boar ን 3 Plastic .452 (11.48) High Profile, Polyester 
Mounting Options for Panel Mount or Connector Mating > 
include Th Kii Threaded insense Poad ock Р 4 Metal Covered .276 (7.00) Low Profile 
A е ር eae ап 5 Metal Covered .472 (12.00) High Profile 


Removable or Fixed Threaded Standoffs 
D Shaped Connector Mating Outline provides Polarization 


Design based on Requirements of MIL-C-24308, EIA RS-232 Mounting Option _ _ Description 
and RS-449 1 .125 (3.18) Dia. Through Hole 
2 #4-40 UNC Threaded Inserts 

3 #4-40 UNC Threaded Standoffs 

; 6 #4-40 UNC Threaded Insert with BoardLocks 

Insulator Material: Thermoplastic Polyester, UL 94V-0, 7 #4-40 UNC Threaded Standoff with Boardl.ocks 
Chemical Resistant, Colour: Black 8 #4-40 UNC Threaded Fixed Standoffs 


Contact Material: Plug and Receptable 
Ferrite Specs: Attenuation: 20 dB MIN @ 30 Mhz, 30 dB MIN 


@ 50MHz, and 50 dB MIN @ 100 Mhz. Ordering Code Notes a | 
Contact Plating: Gold (See Ordering Code) over Nickel for the 1) The gold plating thickness indicated refers to the overplate in 
Mating Area, Tin-Lead Plating on Contact Tails the contact mating area. See specifications for additional 
Shell Material: Nickel Plated Steel (Tin Lead Optional) miormaton: 

Current Rating: 5 Amperes 2) Abbreviations: u" - microinches, ym - microns. 


+ Contact Resistance: 10 Millionms Maximum 
Dielectric Withstanding Voltage: 1000 V AC rms at Sea Level 3) Connectors supplied may have the internal use code 
Insulation Resistance: 5000 Megohms Minimum changed from 0 to numbers 1 through 8. 

* Operating Temperature: -55 to +125 Degrees С 

» Engagement & Separation Force: 1 to 10 oz (0.28 to 2.78 N) 
per Contact Position 


Please consult factory or your local representative 
for metric or other grounding and mounting options. 
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` 661/662/663/664 SERIES SUBMINIATURE D CONNECTORS 


_ Plug and Receptacle Combination, Dual Port, Right Angle Connectors 





Two Contact Rows per connector with Right Angle Bend 
.109 (2.77) Contact Spacing x .112 (2.82) Row Spacing 
Plug and Receptacle in 9, 15, 25 or 37 Contact Sizes 

Pin and Socket Contact Mating Design with P.C. Tail 
Termination 

Metal Shell provides EMI/RFI Shielding. Plug Shell Indents 
provide Grounding and Additional Mating Retention 
Grounding Features include Grounding Bracket and Two 
Prong BoardLock for Exceptional Retention to P.C. Board 
Mounting Options for Panel Mount or Connector Mating 
include Through Hole, Threaded Inserts and Threaded 
Standoffs 

D Shaped Connector Mating Outline provides Polarization 
Design based on Requirements of MIL-C-24308, EIA RS-232 
and RS-449 


» Insulator Material: Thermoplastic Polyester, UL 94V-0, 
Chemical Resistant, Colour: Black 
Ferrite Specs: Attenuation: 20 dB MIN @ 30 Mhz, 30 dB MIN 
@ 50MHz, and 50 dB MIN @ 100 Mhz. 

è Contact Material: Plug Contacts Brass, Receptacle Contacts 
Phosphor Bronze 

> Contact Plating: Gold (See Ordering Code) over Nickel for the 
Mating Area, Tin-Lead Plating on Contact Tails 

® Shell Material: Tin Lead Plated Steel 

» Current Rating: 5 Amperes 

» Contact Resistance: 10 Millionhms Maximum 

» Dielectric Withstanding Voltage: 1000 V AC rms at Sea Level 

> Insulation Resistance: 5000 Megohms Minimum 

» Operating Temperature: -55 to +125 Degrees C 

» Engagement & Separation Force: 1 to 10 oz (0.28 to 2.78 N) 
per Contact Position 


Please consult factory or your local representative 
for metric or other grounding and mounting options. 
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Example Part Number 661 - 025 - 264-013 
Series a ЗЕ 
Number of Contacts 


Plating/Contact Code 
Edac Internal Use 
Grounding Feature 


Mounting/Spacing Option 

Series Connector Type 
661 Plug over Plug 
662 Receptacle over Receptacle 
663 Plug over Receptacle 
664 Receptacle over Plug 


Number of Contacts per Connector 
009, 015, 025, or 037 


Plating/Contact Code 1? Gold Plating Thickness 


264 Gold Flash (Class 3) 
364 15 4" (0.38 um) (Class 2) 
664 30 u" (0.76 um) (Class 1) 
X68 2.8 mm Ferrite Filter 
Edac Internal Use * Description 
0 Indicates Generic Internal Use Code 
Grounding Feature Description 
1 .125 (3.18) Dia. Through Hole 
3 Two Prong BoardLocks for PCB. Hole 
5 #4-40 UNC Threaded Mounting Hole 
Mounting/Spacing Options Description 
2 .625 (15.88) #4-40 Unified Threaded Insert 
3 .625 (15.88) #4-40 Unified Threaded Hex Standoff 
5 .750 (19.05) #4-40 Unified Threaded Insert 
6 .750 (19.05) #4-40 Unified Threaded Hex Standoff 
8 .900 (22.86) #4-40 Unified Threaded Insert 
9 .900 (22.86) #4-40 Unified Threaded Hex Standoff 


Ordering Code Notes 

1) The gold plating thickness indicated refers to the overplate in 
the contact mating area. See specifications for additional 
information. 


2) Abbreviations: 4" - microinches, um - microns. 


3) Connectors supplied may have the internal use code 
changed from 0 to numbers 1 through 8. 
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Today its not enough to be able to say that your 
company has produced connectors for over a guarter 
century and on this experience alone, win over new 
customers. Nor is it good enough today to say that you 
deliver a quality product on time, at competitive prices; every 
connector company makes that claim. 


While Edac really does perform to the best standards in 
our industry, it’s the realization of the global economy and its 
impact on our industry and on our company that has 
changed our direction at Edac. We have a set of goals and 
objectives that starts with you the customer. Our stated aim 
is to be the bestin our industry in our chosen field and to give 
our customers the very best service we can offer, world 
class service. 


Edac’s new posture is winning business. One example 
is a special connector produced for a world leader in 
computers who required our engineering department to 
develop a high volume card edge connector for use ina new 
tape drive. Another example was a major contract for our 
rack and panel connectors used in equipment for audio 
visual coverage of the Olympic games in Europe. Major 


events, such as World Cup Soccer 94, did use Edac 


connectors during worldwide telecasts. 


We have eighteen sales offices in the U.S., ten in Europe 
and eight in Canada and the rest of the world. Distribution 
requirements are served through over one hundred stocking 
locations in the U.S. and Canada, plus locations in Europe, 
including Germany, England, Italy, Switzerland, France, 
and Spain. 


In order to compete, and keep a level playing field, Edac 
has made a major commitment to capital programs. 
Recently, we added new selective plating facilities and 
additional high speed automatic assembly machines. 


While striving for new customers worldwide, we never 
forget our old customers and distributors who helped us get 
there in the first place. To them, we thank you sincerely. It’s 
been a privilege to serve your needs and to be a part of your 
new and exciting plans for the future. 


To new potential customers receiving this catalogue, 


we simply ask to be given an opportunity to review your 
requirements and establish how we may be of service. 
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Edac is a designer and manufacturer of printed circuit 
board card edge, metal to metal, and rack and panel 
connectors for a wide cross section of industries including 
telecommunications, computer and instrumentation. 


Edac's standard card edge line is extensive with over 
435,000 different varieties of product available. We stamp 
and plate billions of contacts yearly, assembled into millions 
of connectors. We stock over two million insulator bodies at 
all times to support our fast delivery. Standard contact 
spacing is available in .050" (1.27mm), .100" (2.54mm), 
.125" (3.18mm), .150" (3.81mm), .156" (3.96mm) and .200" 
(5.08mm) pitch used with a wide variety of row spacings. 
Termination styles include dip solder P.C. tail, wire hole and 
wire wrap all in single and dual row configurations. 


Fax: (416) 754 -3299 


Our compliant pin card edge design Ultra-Mate has 
been the preferred design on the market by most O.E.M 
customers and continues to be a source of pride of our 
engineering and development team. 


Edac's rack and panel connector series is sold 
worldwide. Our new enhanced version simplifies connector 
identification for mating and polarization changes. The 
exclusive side plate design has been further improved by the 
elimination of side plate retaining screws. 


The metal to metal connector series has long been used 


inthe military and aerospace industries and continues to find | 


new applications. 








